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NFC回路 LCフィルタ用インダクタ
MLJ1005Hシリーズ

Applications

Tx-

Tx+

Rx

NFC IC
NFC

antenna

ICチップ

MLJ series

詳細はこちら

https://product.tdk.com/ja/search/inductor/inductor/smd/list#part_no=MLJ1005&psts%5B%5D=0&_l=20&_p=1&_c=part_no-part_no&_d=0


emc21_05_02

15,815,8 0,00

© TDK Corporation 2021

3

8,0

6,0

8,0

5,60

Features

Series MLJ1005W MLJ1005H

type
High Current

Low Loss
Super High Current

Super Low Loss

size [mm] 1005 1005

L tolerance [%] +/- 5 +/- 5

L value [uH] 0.075 – 0.56 0.056 - 0.20

Current [mA] 250 – 550 480 - 950

NEW

NFC回路 LCフィルタ用インダクタ
MLJ1005Hシリーズ

詳細はこちら

https://product.tdk.com/ja/search/inductor/inductor/smd/list#part_no=MLJ1005&psts%5B%5D=0&_l=20&_p=1&_c=part_no-part_no&_d=0
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Features

AC Resistance vs. sine wave current @13.56MHz

NFC回路 LCフィルタ用インダクタ
MLJ1005Hシリーズ

詳細はこちら

https://product.tdk.com/ja/search/inductor/inductor/smd/list#part_no=MLJ1005&psts%5B%5D=0&_l=20&_p=1&_c=part_no-part_no&_d=0
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Features

NFC回路 LCフィルタ用インダクタ
MLJ1005Hシリーズ

Key benefit

Competitor
(Wire-wound)

TDK inductor
(Multi-layer)

ACR
@400mArms

Dis-advantages Advantages

Magnetic
Leakage Flux

Dis-advantages Advantages

Inductance
series

Dis-advantages Advantages

Cost Dis-advantages Advantages

* Open magnetic loop * Full Closed magnetic loop

* Wide Steps * Narrow Steps

詳細はこちら

https://product.tdk.com/ja/search/inductor/inductor/smd/list#part_no=MLJ1005&psts%5B%5D=0&_l=20&_p=1&_c=part_no-part_no&_d=0
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Line-up

NFC回路 LCフィルタ用インダクタ
MLJ1005Hシリーズ

Electrical Characteristics Operating temperature range : -55 to 125 deg.C [Including self-temperature rise]
Storage temperature range : -55 to 125 deg.C

Item
13.56MHz DCR [Ohm] 

Rated Current 
[ mA ] Status

L[nH] Q typ. ACR typ. Max Max

MLJ1005HXG56NE 56 +/- 4nH 14 0.35 0.325 950 NEW

MLJ1005HXG82NJ 82 +/- 5% 14 0.51 0.390 850 NEW

MLJ1005HXG91NJ 91 +/- 5% 14 0.59 0.351 900 NEW

MLJ1005HXGR16J 160 +/- 5% 14 0.88 0.754 600 NEW

MLJ1005HXGR18J 180 +/- 5% 14 1.08 0.780 500 NEW

MLJ1005HXGR20J 200 +/- 5% 14 1.13 0.845 480 NEW

詳細はこちら

https://product.tdk.com/ja/search/inductor/inductor/smd/list#part_no=MLJ1005&psts%5B%5D=0&_l=20&_p=1&_c=part_no-part_no&_d=0
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